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BIDI PIGS

The PEI BIDI pigs are equipped with six discs, two being guide discs on either end to ease the loading and to support
the body weight, then four seal discs to maintain the seal when traversing the line. The BIDI pigs may be run in either
direction, and are most often used in new construction during line fill and dewatering applications. The BIDI pigs will
traverse 1.5 D bends, reductions up to 20% and are available in sizes 16” and larger.

Part Number SIZE A B WT. LBS.
BIDI6D-16 16" 25.00" 22.50" 75
BIDI6D-18 18" 27.50" 25.50" 100
BIDI6D-20 20" 30.50" 28.00" 125
BIDI6D-22 22" 33.50" 30.00" 160
BIDI6D-24 24" 36.00" 33.75" 200
BIDI6D-26 26" 39.00" 36.50" 235
BIDI6D-28 28" 41.50" 39.50" 288
BIDI6D-30 30" 44.50" 42.00" 325
BIDI6D-32 32" 47.50" 45.00" 375
BIDI6D-34 34" 50.50" 47.75" 450
BIDI6D-36 36" 53.00" 50.50" 506
BIDI6D-40 40" 56.50" 54.00" 650
BIDI6D-42 42" 57.50" 54.75" 850

Model: BIDIGD BIDI6D-48 48" 65.50" 62.50" 1125

BIDIRECTIONAL PIG

* AIS EQUAL TO THE TOTAL LENGTH
004-1 ** B IS EQUAL TO THE SEAL LENGTH
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